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Federal Highway Administration, DOT

agency capital costs, and life-cycle
maintenance costs.

Metropolitan planning area means the
geographic area in which the metro-
politan transportation planning proc-
ess, required by 23 U.S.C. 134 and 49
U.S.C. 5303-5306, must be carried out.

Metropolitan planning organization
(MPO) means the forum for cooperative
transportation decision-making for the
metropolitan planning area pursuant
to 23 U.S.C. 134 and 49 U.S.C. 5303.

National Forest System means all the
lands and waters reported by the FS as
being part of the National Forest Sys-
tem, including those generally known
as National Forests and National
Grasslands.

Operations means those activities as-
sociated with managing, controlling,
and regulating highway traffic.

Secretary means the Secretary of
Transportation.

Serviceability means the degree to
which a bridge provides satisfactory
service from the point of view of its
users.

State means any one of the 50 States,
the District of Columbia, or Puerto
Rico.

Transportation facilities mean roads,
streets, bridges, parking areas, transit
vehicles, and other related transpor-
tation infrastructure.

Transportation Management Area
(TMA) means an urbanized area with a
population over 200,000 (as determined
by the latest decennial census) or other
area when TMA designation is re-
quested by the Governor and the MPO
(or affected local officials). It also
must be officially designated by the
Administrators of the Federal Highway
Administration (FHWA) and the Fed-
eral Transit Administration (FTA).
The TMA designation applies to the en-
tire metropolitan planning area(s).

Tri-party means the joint, coopera-
tive, shared partnership among the
Federal Lands Highway Division
(FLHD), State Department of Trans-
portation (State DOT), and the FS to
carry out the FH program.

§971.204

Subpart B—Forest Highway
Program Management Systems

§971.200 Purpose.

The purpose of this subpart is to im-
plement 23 U.S.C. 204, which requires
the Secretary and the Secretary of
each appropriate Federal land manage-
ment agency, to the extent appro-
priate, to develop by rule safety,
bridge, pavement, and congestion man-
agement systems for roads funded
under the FLHP.

§971.202 Applicability.

The provisions in this subpart are ap-
plicable to the FS, the Federal High-
way Administration, and the State
DOTs that are responsible for satis-
fying these requirements for manage-
ment systems pursuant to 23 U.S.C. 204.

§971.204 Management
quirements.

systems re-

(a) The tri-party partnership shall
develop, establish, and implement the
management systems as described in
this subpart. If the State has estab-
lished a management system for FH
that fulfills the requirements in 23
U.S.C. 303, that management system,
to the extent applicable, can be used to
meet the requirements of this subpart
consistent with 23 CFR 660.105(b). The
management systems may be tailored
to meet the FH program goals, policies,
and needs using professional engineer-
ing and planning judgment to deter-
mine the nature and extent of systems
coverage consistent with the intent
and requirements of this rule.

(b) The tri-party partnership shall
develop and implement procedures for
the acceptance of the existing, or the
development, establishment, imple-
mentation, and operation of new man-
agement systems. The procedures shall
include:

(1) A process for ensuring the output
of the management systems is consid-
ered in the development of the FH pro-
gram transportation plans and trans-
portation improvement programs, and
in making project selection decisions
under 23 U.S.C. 204;

(2) A process for the analyses and co-
ordination of all management systems
outputs to systematically operate,
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maintain, and upgrade existing trans-
portation assets cost-effectively;

(3) A description of each management
system;

(4) A process to operate and maintain
the management systems and their as-
sociated databases; and

(6) A process for data collection,
processing, analysis, and updating for
each management system.

(c) All management systems will use
databases with a common or coordi-
nated reference system, that can be
used to geolocate all database informa-
tion, to ensure that data across man-
agement systems are comparable.

(d) Existing data sources may be used
by the tri-party partnership to meet
the management system requirements.

(e) The tri-party partnership shall de-
velop an appropriate means to evaluate
the effectiveness of the management
systems in enhancing transportation
investment decision-making and im-
proving the overall efficiency of the af-
fected transportation systems and fa-
cilities. This evaluation is to be con-
ducted periodically, preferably as part
of the F'S planning process.

(f) The management systems shall be
operated so investment decisions based
on management system outputs can be
accomplished at the State level.

§971.206 Funds for establishment, de-
velopment, and implementation of
the systems.

The FH program funds may be used
for development, establishment, and
implementation of the management
systems. These funds are to be admin-
istered in accordance with the proce-
dures and requirements applicable to
the funds.

§971.208 Federal lands pavement man-
agement system (PMS).

In addition to the requirements pro-
vided in §971.204, the PMS must meet
the following requirements:

(a) The ftri-party partnership shall
have PMS coverage of all FHs and
other associated facilities, as appro-
priate, funded under the FLHP.

1<Pavement

23 CFR Ch. | (4-1-12 Edition)

(b) The PMS may be based on the
concepts described in the AASHTO’s
“Pavement Management Guide.”’ 1

(c) The PMS may be utilized at var-
ious levels of technical complexity de-
pending on the nature of the transpor-
tation network. These different levels
may depend on mileage, functional
classes, volumes, loading, usage, sur-
face type, or other criteria the tri-
party partnership deems appropriate.

(d) The PMS shall be designed to fit
the FH program goals, policies, cri-
teria, and needs using the following
components, at a minimum, as a basic
framework for a PMS:

(1) A database and an ongoing pro-
gram for the collection and mainte-
nance of the inventory, inspection,
cost, and supplemental data needed to
support the PMS. The minimum PMS
database shall include:

(i) An inventory of the physical pave-
ment features including the number of
lanes, length, width, surface type, func-
tional classification, and shoulder in-
formation;

(ii) A history of project dates and
types of construction, reconstruction,
rehabilitation, and preventive mainte-
nance. If some of the inventory or his-
toric data is difficult to establish, it
may be collected when preservation or
reconstruction work is performed;

(iii) A condition survey that includes
ride, distress, rutting, and surface fric-
tion (as appropriate);

(iv) Traffic information including
volumes and vehicle classification (as
appropriate); and

(v) Data for estimating the costs of
actions.

(2) A system for applying network
level analytical procedures that are ca-
pable of analyzing data for all FHs and
other appropriate associated facilities
in the inventory or any subset. The
minimum analyses shall include:

Management Guide,”
AASHTO, 2001, is available for inspection as
prescribed at 49 CFR part 7. It is also avail-
able from the American Association of State
Highway and Transportation Officials
(AASHTO), Publication Order Dept., P.O.
Box 96716, Washington, DC 20090-6716 or on-
line at http:/www.transportation.org/publica-
tions/bookstore.nsf.
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